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DETAILED ACTION 

Continued Examination Under 37 CFR 1.114 

A request for continued examination under 37 CFR 1.114, including the fee set forth in 
37 CFR 1. 17(e), was filed in this application after final rejection. Since this application is 
eligible for continued examination under 37 CFR 1.114, and the fee set forth in 37 CFR 1 .17(e) 
has been timely paid, the finality of the previous Office action has been withdrawn pursuant to 
37 CFR 1.114. Applicant's submission filed on January 3, 2005 has been entered. 

Response to Amendment 

This action is in response to Applicant's amendment received November 30, 2004. 
Claims 1-7 and 9-11, 13-34 are pending in the present application. 

Claim Rejections - 35 USC §103 
The following is a quotation of 35 U.S. C 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

Claims 1-3, 8-15, 20-26 and 31-34 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over USPN 5,655,081 issued to Bonnell et al (hereby Bonnell). 
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(Amended) Regarding claim 1, Bonnell teaches a system for managing network resources 
comprising: 

a network management server configured to execute a network management application 
which causes the network management server to perform network management instructions 
including, 

sending one or more network commands to one or more network devices connected to the 
network causing reconfiguration of how one or more network devices process network traffic 
(abstract; figures 2 and 25; col. 2, lines 48-51), 

receiving one or more status packets from the one or more network devices in response to 
the one or more network commands (col. 2, lines 48-51), and 

performing an analysis of use of network resources on the one or more network devices 
connected to a network using the one or more status packets (Abstract; col. 6, lines 61-67 - col. 
7, lines 1-14), 

the network management server further configured to request that a network device load 
the network management application, the network device being among the one or more network 
devices (col. 7, lines 14-21); and 

a network device configured to download the network management application and 
execute the network management application which causes the network device to perform the 
network management instructions including, 

reconfiguring how network traffic is processed (figure 25), 

sending one or more second network commands to one of the one or more network 
devices (col. 2, lines 48-51; col. 15, line 65- col. 16, line 2), 
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receiving one or more second status packets from one of the one or more network devices 
in response to the one or more second network commands (col. 2, lines 48-51), 

performing an analysis of use of network resources on the one or more network devices 
connected to a network using the one or more second status packets (Abstract; col. 6, lines 61-67 
- col. 7, lines 1-14), and 

sending results of the analysis to the network management server for use in management 
of the network (Abstract; col. 7, lines 32-44). 

Although Bonnell does not explicitly disclose sending second network commands and 
receiving second status packets from the one or more network devices, he teaches the network 
device being able to transmit second requests to at least one agent system. This would have been 
obvious to one of ordinary skill in the art at the time the invention was made that the process of 
sending and receiving the second network command and status is similar to that of the first 
network command and status. 

Regarding claim 2, Bonnell teaches the system in claim 1 wherein the network 
management application includes network management instructions compatible with a network 
management protocol (col. 5, lines 60-67 - col. 6, lines 1-14). 

Regarding claim 3, Bonnell teaches the system in claim 2 wherein the network 
management protocol includes the simple network management protocol (SNMP) (col. 5, lines 
60-67 -col. 6, lines 1-14). 
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Regarding claim 9, Bonnell teaches the system in claim 1 further comprising an 
application server device connected to the network and used to store one or more network 
management applications downloadable onto the network device (Abstract; figure 19, col. 8, 
lines 47-49). 

Regarding claim 10, Bonnell teaches the system in claim 1 wherein the network 
management application network management instructions that monitors a network parameter 
associated with the network and notifies the network management server when the network 
parameter reaches a threshold level (col 13, lines 55-62; col. 17, lines 18-20). 

(Amended) Regarding claim 11, Bonnell teaches a computer-implemented method of 
distributing management of network resource on a network to network devices exchanging 
information over the network, comprising: 

executing a network management application through a network management sever to 
perform network management instructions including an analysis of use of network resources on 
one or more network devices connected to a network (Abstract; col. 6, lines 61-67 - col. 7, lines 
1-14); 

receiving a request on a network device among the one or more network devices to 
execute the network management application including reconfiguring how one or more of the 
network devices processes network traffic and performing an analysis of use of network 
resources on one or more other network devices connected to the network (Abstract; col. 6, lines 
61-67 - col. 7, lines 1-14; col. 16, line 3-5; figure 25); 
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receiving the network management application over the network wherein the network 
management application includes the network management instructions for reconfiguring the 
network device and performing the analysis (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14 
figure 25); 

reconfiguring the network device (figure 25); 

processing the network management instructions on the network device that requests 
network parameters from a remote network device, the remote network device being among the 
one or more other network devices, the network management instructions including (col 7, lines 
14-21; col 9 5 lines 61-67 - col. 10, lines 1-10; figure 27b; col. 14, line 50 - col. 15, line 15); 

transmitting the request for the network parameter over the network to the remote 
network (col. 7, lines 14-31); and 

receiving the requested network parameter over the network from the remote network 
device (col. 7, lines 14-21); 

processing the network management instructions including performing the analysis on the 
network device using the network parameter (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14); 
and 

providing results of the analysis to the network server in response to the request to 
execute the task (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14). 

Regarding claim 13, Bonnell teaches the method in claim 1 1 wherein providing results 
further comprises notifying the network management server when the network parameter reaches 
a threshold level (col. 13, lines 55-62; col. 17, lines 18-20). 
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Regarding claim 14, Bonneli teaches the method in claim 1 1 wherein the network 
management application includes network management instructions compatible with a network 
management protocol (col. 5, lines 60-67 - col. 6, lines 1-14). 

Regarding claim 15, Bonneli teaches the method in claim 14 wherein the network 
management protocol includes the simple network management protocol (SNMP) (col 5, lines 
60-67 -col. 6, lines 1-14). 

Regarding claim 20, Bonneli teaches the method in claim 11, wherein the processor on 
the network device executes a network management instruction that analyzes the utilization of 
network resources on one or more network devices connected to the network (col. 6, lines 61-67 
- col. 7, lines 1-14). 

Regarding claim 21, Bonneli teaches the method in claim 11, further comprising an 
application server device connected to the network, the application server device being used to 
store one or more network management applications that are downloadable onto the network 
device (Abstract; figure 19, col. 8, lines 47-49). 

(Amended) Regarding claim 22, Bonneli teaches an apparatus for distributing network 
management of a network-to-network devices comprising: a network management server 
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configured to execute a network management application which causes the network management 
server to perform network management instructions including, 

sending one or more network commands to one or more network devices connected to a 
network (figure 2; col. 2, lines 48-51), 

receiving one or more status packet from the one or more network devices in response to 
the one or more network commands (col. 2, lines 48-51), and 

performing an analysis of use of network resources on the one or more network devices 
connected to a network using the one or more status packets (Abstract; col. 6, lines 61-67 - col. 
7, lines 1-14), 

the network management server further configured to request that a network device load 
the network management application, the network device being among the one or more network 
devices (col. 7, lines 14-21); and 

a memory containing instructions when executed cause the processor to receive a request 
on a network device to execute the network management application that performs the network 
management instructions, 

receive the network management application over the network on the network device 
wherein the network management application has the instructions for performing the network 
management instructions including, reconfiguring how the network devices processes network 
traffic (figure 25), 

requesting network parameters from a remote network device, the remote network device 
being among the one or more network devices (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14), 
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transmitting the request for the network parameter over the network to the remote 
network (Abstract; col. 6, lines 61-67 - col 7, lines 1-14), 

receiving the requested network parameter over the network from the remote network 
device (Abstract; col 6, lines 61-67 - col. 7, lines 1-14; col 6, lines 61-67 - col. 7, lines 1-31; 
col. 9, lines 61-67 - col. 10, lines 1-10; figure 27b; col. 14, line 50 - col. 15, line 15); 

processing the instruction for performing the analysis on the remote network device using 
the network parameter; and providing results of the analysis to the network management server 
in response to the request to execute the network management instructions (Abstract; col 6, lines 
61-67 - col. 7, lines 1-14; col. 6, lines 61-67 - col 7, lines 1-31; col. 9, lines 61-67 - col. 10, 
lines 1-10; figure 27b; col. 14, line 50 - col. 15, line 15); 

and although Bonnell et al. do not expressly teach a processor, some kind of processor 
must inherently be part of a network device in order to perform the mentioned task. 

Regarding claim 23, Bonnell teaches the apparatus of claim 22 wherein the memory 
contains additional instructions for execution on the processor that continue processing network 
management instructions on the network device using the network parameter (col. 7, lines 14-21; 
col. 9, lines 61-67 - col. 10, lines 1-10); and providing results of the analysis in response to the 
request to execute the task (col. 7, lines 7-14; col. 8, lines 63-67). 

Regarding claim 24, Bonnell teaches the apparatus of claim 22 wherein the memory 
contains additional instructions for execution on the processor and providing results of the 
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analysis that further notify the network management server when the network parameter reaches 
a threshold level (col 13, lines 55-62; col. 17, lines 18-20). 

Regarding claim 25, Bonnell teaches the apparatus of claim 22 wherein the processor 
executes network management instructions compatible with a network management protocol 
(col. 5, lines 60-67 - col. 6, lines 1-14). 

Regarding claim 26, Bonnell et al. teach the apparatus of claim 25 wherein the network 
management protocol includes the simple network management protocol (SNMP) (col. 5, lines 
60-67 -col. 6, lines 1-14). 

(Amended) Regarding 31, Bonnell et al. teach an apparatus for distributing network 
management of a network to network devices exchanging information over the network 
comprising: 

means for executing a network management application through a network management 
server to perform network management instructions including an analysis of use of network 
resources on one or more network devices connected to a network (Abstract; col. 6, lines 61-67 - 
col. 7, lines 1-14); 

means for receiving a request on a network device among the one or more other network 
devices to execute the network management application including reconfiguring how the 
network devices processes network traffic and performing an analysis of use of network 
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resources on one or more other network devices connected to the network (Abstract; col. 6, lines 
61-67 - col. 7, lines 1-14; figure 25); 

means for receiving the network management application at the network device over the 
network wherein the network management application includes the network management 
instructions operations for performing the analysis (Abstract; col. 6, lines 61-67 - col. 7, lines 1- 
14); 

means for processing the network management instructions on the network device that 
requests network parameters from a remote network device, the remote network being among the 
one or more other network devices, the network management instructions including (col. 7, lines 
14-21; col. 9, lines 61-67 - col. 10, lines 1-10; figure 27b; col. 14, line 50 - col. 15, line 15); 

means for transmitting the request for the network parameter over the network to the 
remote network (col. 7, lines 14-31); 

means for receiving the requested network parameter from the remote network device 
over the network (col. 7, lines 14-21); 

means for processing the network management instructions including reconfiguring how 
the network devices processes network traffic and performing the analysis on the network device 
using the network parameter; and means for providing results of the analysis to the network 
management server in response to the request to execute the task (Abstract; col. 6, lines 61-67 - 
col. 7, lines 1-14). 
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(Amended) Regarding claim 32, Bonnell et al. teach a computer program product, for 
distributing network management of a network to network devices exchanging information over 
the network, the product comprising program code instructions to cause a processor to: 

execute a network management application through a network management server to 
perform network management instructions including an analysis of use of network resources on 
one or more network devices connected to a network (Abstract; col. 6, lines 61-67 - col. 7, lines 
1-14); 

receive a request on a network device among the one or more other network devices to 
execute the network management application including reconfiguring how the network devices 
processes network traffic and performing an analysis of use of network resources on one or more 
other network devices connected to the network (Abstract; col. 6, lines 61-67 - col. 7, lines 1- 
14); 

receive the network management application at the network device over the network 
wherein the network management application includes the network management instructions 
operations for performing the analysis (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14); 

process the network management instructions on the network device that requests 
network parameters from a remote network device, the remote network being among the one or 
more other network devices, the network management instructions including (col. 7, lines 14-21; 
col. 9, lines 61-67 - col. 10, lines 1-10; figure 27b; col. 14, line 50 - col 15, line 15); 

transmit the request for the network parameter over the network to the remote network 
(col. 7, lines 14-31); 
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and receive from the remote network device the requested network parameter over the 
network (col. 7, lines 14-21); 

process the network management instructions including reconfiguring how the network 
devices processes network traffic and performing the analysis on the network device using the 
network parameter (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14); and 

provide results of the analysis to the network management server in response to the 
request to execute the task (Abstract; col. 6, lines 61-67 - col. 7, lines 1-14). 

Regarding claims 33 and 34, Bonnell teaches the system in claim 1 and the method in 
claim 1 1, wherein the network device performing an analysis of use of network resources on the 
one or more network devices connected to a network reduces processing load on the network 
management server and frees up the network management server to perform tasks other than 
performing an analysis of use of network resources (col. 7, line 22-31). 

Claims 4-7, 16-19, and 27-30 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Bonnell in view of Infrastructure for Advanced Network Management based on Mobile 
Code by Susilo et al. 

Regarding claims 4, 16, and 27, Bonnell fails to teach the system (in claim 1), the method 
(in claim 1 1), and the apparatus of (claim 22), respectively, wherein the network management 
application includes network management instructions compatible with an object-oriented 
programming language. Susilo et al. teach a use of mobile agents performing tasks for network 
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management wherein the task includes operations compatible with an object-oriented 
programming language (Abstract; Requirements 1 and 2, page 324, 3 rd paragraph, and page 325, 
1 st paragraph; Security, the entire page 328). At the time the invention was made, it would have 
been obvious to one of ordinary skill in the art to enable the task to include operations 
compatible with an object-oriented programming language because it provides security and 
portability that are necessary for secure task distribution (Abstract; Security, the entire page 328; 
Summary, page 332, 1 st paragraph). 

Regarding claim 5, the system in claim 1, wherein the network management application 
includes network management instructions compatible with byte-codes executable on a virtual 
machine. 

Regarding claims 5, 17, and 28, Bonnell et al. fail to teach the system (in claim 1), the 
method (in claim 11), and the apparatus of (claim 22), respectively, wherein the network 
management application includes network management instructions compatible with byte-codes 
executable on a virtual machine (Requirement 1, page 324, 3 rd paragraph; Requirements 2, page 
325, 1 st paragraph; entire page 326). At the time the invention was made, it would have been 
obvious to one of ordinary skill in the art to enable the task to include operations compatible with 
byte-code executable on a virtual machine to allow the implementation of applications that run 
on many different platforms, thus enhancing the system's robustness (Requirement 1, page 324, 
3 rd paragraph). 
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Regarding claims 6, 18, and 29, Bonnell et al. fail to teach the system (in claim 5), the 
method (in claim 19), and the apparatus of (claim 28), respectively, wherein the virtual machine 
is compatible with the Java Virtual Machine. Susilo et al. teach the virtual machine being 
compatible with Java Virtual Machine (Requirement 1, page 324, 3 rd paragraph; Requirements 2, 
page 325, 1 st paragraph; entire page 326). At the time the invention was made, it would have 
been obvious to one of ordinary skill in the art to employ a virtual machine that is compatible 
with Java Virtual machine because it allows the implementation of applications that run on many 
different platforms, thus enhancing the system's robustness (Requirement 1, page 324, 3 rd 
paragraph). 

Regarding claims 7, 19, and 30, Bonnell et al. fail to teach the system (in claim 1), the 
method (in claim 1 1), and the apparatus of (claim 22), respectively, wherein the network 
management application includes network management instructions compatible with the Java 
object-oriented programming language. Susilo et al. teach a use of mobile agents performing task 
for network management wherein the task includes operations compatible with the Java 
object-oriented programming language (Abstract; Requirements 1 and 2, page 324, 3 rd 
paragraph, and page 325, 1 st paragraph; Security, the entire page 328). At the time the invention 
was made, it would have been obvious to one of ordinary skill in the art to enable the task to 
include operations compatible with Java object-oriented programming language because Java 
provides security and portability that are necessary for secure task distribution (Abstract; 
Security, the entire page 328; Summary, page 332, 1 st paragraph). 
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Conclusion 



Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Alina N. Boutah whose telephone number is 571-272-3908. The 
examiner can normally be reached on Monday-Friday (9:00 am - 5:00 pm). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, David A. Wiley can be reached on 571-272-3923. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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